
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Hydraulic Submersibles 
 

 

Phone: 1-877-898-3494 
Fax: 1-866-424-0953 
Email: sales@mightypumps.com 
www.mightypumps.com 

STANDARD SPECIFICATION 

 Models Available - 4NNT, 6NNT, 8 NNT, etc. 

 Discharge Sizes Available- 4-8" 

 Standard Construction - Cast Iron, Class 30 

 Optional Construction -316SS, CD4MCU, Ductile Iron 

 Permco hydraulic drive 

PERFORMANCE CHARACTERISTICS 

 Premium Hydraulic Efficiencies, 76 to 80% BEP 

 3 inch or larger solids handling capability 

 Total Dynamic Head: 50 to 360 feet 

 Capacity: 200 to 7000 GPM 



 

 

  

4NNT - HS16 VARIABLE SPEED 4NNDH - HS16 VARIABLE SPEED 

6NNDH - HS16 VARIABLE SPEED 6NNDH - HS16 VARIABLE SPEED 



 

12NNT - HS18DB VARIABLE SPEED 

6NHTA - HS18DB VARIABLE SPEED 8NNDH - HS18DB VARIABLE SPEED 

8NNT - HS18DB VARIABLE SPEED 

3419MX - HS18DB VARIABLE SPEED 4414T - HS18DB VARIABLE SPEED 


